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@ 230 mm SPACING

25 mm TENSION BAR

TENSION MEMBER CONNECTION
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M16 @ HEX. HEAD BOLT

CURVED POSTS AT SIDEWALK

25 mm x 3.175 mm TENSION BANDS

BRIDGE RAIL POST WEB
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CORNER CONNECTION

NOTE:

RAIL SPLICES

PROVIDE A RAIL SPLICE AT BRIDGE DECK
EXPANSION JOINT AND AT BRIDGE
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ATTACHMENT TO APPROACH RAIL
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STANDARD SPLIT FITTING

BACK ELEVATION VIEW USE 6 GAUGE TIES @ 150 mm 0.C. TO BOTTOM RAIL. -
SCALE 1:25 SPACE TIES, POSTS, AND OTHER RAILS AT 300 mm O.C.

MATERIAL NOTES:
POSTS, RAILS, TENSION BARS, RAIL SPLICES., M8 BOLT (TYP) —\ | f (Tsfp, i (fvsp,
WASHERS. AND POST CONNECTION CLAMPS ASTM B221 ALLOY 6061-T6 ‘ ! .
FABRIC AND TIES ASTM B211 ALLOY 6061-T94-6 GAUGE
LOVER CLAMPS ASTM B26 OR B108 ALLOY 356-T6 JI .
TENSION BANDS ASTM B221 ALLOY 6063-T5 12.2 o 0.D. " ! .
BOLTS ASTM B316 ALLOY 2024-Té =R 1 | -I- X
NUTS ASTM B316 ALLOY 6061-T6 | i | _______________
UPPER CLAMPS ASTM B316 ALLOY 6061-T6 OR 6063-T6 L
CLAMPS AT APPROACH RAIL ASTM B316 ALLOY B061-T6 OR 6063-T6 T
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UPPER CLAMP DETAILS AT TOP OF RAIL POST
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NOTES:
1. FENCING, POSTS, AND CONNECTIONS SHALL BE PAID FOR

UNDER ITEM 563.721.

PROTECTIVE SCREENING (F).

2. FOR BRIDGE RAIL DETAILS.

3. FOR BRIDGE APPROACH RAIL DETAILS.
APPROACH RAIL SHEET.

BRIDGE RAIL F (2-BAR) WITH

SEE BRIDGE RAIL SHEET.
SEE BRIDGE
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